
  
GRUPPO MASTROTTO SPA 

 

 
 SE

DE
 L

EG
AL

E 36071 ARZIGNANO (VICENZA) – ITALIA 
ZONA INDUSTRIALE – QUARTA STRADA, 7 
PH    +39 0444 621 000 r.a. 
FAX  +39 0444 621 001 FINANCIAL DEPT. 
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AN
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EM

EN
T 36071 ARZIGNANO (VICENZA) – ITALIA 

ZONA INDUSTRIALE – VIA DELLA TECNICA, 78 
PH    +39 0444 621 600 r.a. 
FAX  +39 0444 621 601 – 602 SALES DEPT. 
www.dumaleather.com 
info@dumaleather.com 
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N 36071 ARZIGNANO (VICENZA) – ITALIA 
ZONA INDUSTRIALE – VIA DELLA CONCIA, 156 
PH    +39 0444 621 500 r.a. 
FAX  +39 0444 621 501  
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OTIS  
 
Raw material : Europe 
Average size : 4,5 m² 
Thickness : 1,8-2,0 mm 
 

PROPERTY TEST METHOD REQUIREMENT 
 

1. Tear strength EN ISO 3377-1 ≥  20 N 
2. Colour fastness to artificial light 72 hours

  
EN ISO 105B02 ≥ 3 blue scale 

3. Colour fastness to rubbing 
        N° 500 dry rubs 
        N° 80 wet rubs 
        N° 50 perspiration rubs 
 

 
EN ISO 11640 
 
EN ISO 11641 

 
≥ 4 grey scale 

 ≥ 3/4 grey scale 
≥ 3/4 grey scale 

 
4. Finish adhesion EN ISO 11644 

Dry adhesion 
≥  2 N/10mm 

5. Burning behaviour EN 1021-1 and 
EN 1021-2 

pass 
 
 
 

CHEMICAL ANALYSIS 
PROPERTY TEST REQUIREMENT 

 
pH of aqueous extracts ISO 4045 ≥ 3,2 

If the pH value is below 4, ∆ pH≤ 0,7 
 

 
NOTE : 
In accordance to BS EN 13336 ed. 2004 


